L4 %% 6GHz 145 FE H 45 2H 44

> = . ST
?Eﬂ%i%”ﬁ 7= i B S Product Mode

y 4 L,Ta'ent“”‘“f’wa"e Product Specification L4-SMAMSMAM-L

7~ K Sketch Map:
Heat shrink tube Cable Marker Heat shrink tube

— E/ — fsfl'/4 / —— -
SMA Male | gzx SMA "Male
B f: B & MMM BE Electrical & Mechanical Characteristics
F51% FHHT Impedance(Ohm) 50
#H LA Operating Frequency(GHz) 6
frJiifif [k Dielectric Withstanding Voltage(V) 1500
HLE B . VSWR 1.30:1@6GHz
Bt %% Shielding Effectiveness(dB) 90
534 % Velocity Of Propagation (%) 84
#p A e /NE 242 Min. Bending Radius Static (mm) 19.1
TAEIRE Operating Temperature(C) -40~+85
HL45 EL42 Cable Diameter (mm) 6.1
R =1 WA AHFE Max Insertion Loss< (dB)
Part Number 0.9GHz 1.5GHz 2.5GHz 6GHz
L4-SMAMSMAM-0.5M 0.19 0.25 0.32 0.53
L4-SMAMSMAM-1.0M 0.31 0.41 0.53 0.88
L4-SMAMSMAM-2.0M 0.56 0.73 0.95 1.57
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(part number coding for different connector and different length)

SMA M: male gpa M: male
F: female F: female




